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Introduction

Thank you for purchasing USB 2.0 Data Link Cable. The cable can quickly transfer large amount and large size of files directly from on PC to another. Also it’s useful for computer data backup/restore, synchronization or file sharing.

Package List

The package includes the following items:

· One USB 2.0 Data Link Cable

· Driver Installation CD or Floppy

Features

· Full compliance with the Universal Serial Bus Specification Version 1.1 and 2.0

· USB link for two PC data transfer.

· Transfer data and share resources between two PCs via USB port.

· Support Suspend, Resume and Remote wake-up power management features.

· Dual data buffer supporting two-way data transfer

· Easy Plug & Play installation device.
· USB bus powered from either USB port.

· Suitable for mobile PC environment.

· Support Operation System :

· Windows 98 SE (Needed Driver)

· Windows ME/2000/XP (Needed Driver)

System Requirements

1.  One Standard USB Port.

2.  Either the following operating systems:

      Windows 98/SE

      Windows 2000

      Windows ME

      Windows XP

Hardware Setup and Driver Installation

Follow the steps below on installing the USB 2.0 Data Link Cable and Driver for the first time: 

Installation Procedures: 

Before device driver setup for your Data Link Cable, refer to following instruction to install the USB 2.0 Data Link Cable. 

Step 1: Power on the computer where you will connect the USB 2.0 Data Link Cable and make sure that the USB port is enabled and working properly. 

Step 2: Please install the CD Driver or Floppy Driver to your PC first, then, connect the USB 2.0 Data Link Cable to USB port of PC. 

Step 3: Your computer will automatically recognize the USB 2.0 Data Link Cable and register new device. Please refer to the following of Driver Installation. 
Driver Installation：

Windows Series：
Windows 98 SE:

1. Place the CD driver in CD-ROM
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2. Choose the access “D:\PL2501NW.exe” to install …
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3. A message of driver installation for “PL2501NW.exe” would appear. Then, please click on “Next” to continue. 
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4. Please click on “Finish” for the last step. Then, there is access “PClinq2(ANSI)” in the screen. 
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Windows ME:
1. Place the CD driver in CD-ROM
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2. Choose the access “D:\PL2501NW.exe” to install …
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3. A message of driver installation for “PL2501NW.exe” would appear. Then, please click on “Next” to continue. 
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4. Please click on “Finish” for the last step. Then, there is an access “Pclinq2(ANSI)” in the screen. 
[image: image8.jpg]€ B

My Network  Windows
Places  Media Player

B

Recyele Bin PCing2 (ANSI)




Windows 2000:

1. Place the CD driver in CD-ROM
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2. Choose the access “D:\PL2501NW.exe” to install …
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3. A message of driver installation for “PL2501NW.exe” would appear. Then, please click on “Next” to continue. 
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4. Please click on “Finish” for the last step. Then, there is an access “Pclinq2(ANSI) in the screen. 
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Windows XP:

1. Place the CD driver in CD-ROM
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2. Choose the access “D:\PL2501NW.exe” to install …
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3. A message of driver installation for “PL2501NW.exe” would appear. Then, please click on “Next” to continue. 
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4. Please click on “Finish” for the last step. Then, there is an access “Pclinq2(ANSI) in the screen. 
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Hardware Setup：
1. After you have completed the driver installation, please plug the USB 2.0 Data Link Cable to USB port. Your PC will detect a new device and the message shown below will appear.
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2. Then select the “Device Manager” from the “System Properties”.  Make sure you will see “Hi-Speed USB Bridge Cable” as below: [image: image18.jpg]General Device Manager | Hahvar Ficis | Pefomance |
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3. Then, you can use this application program “PClinq2(ANSI)” to transfer data between two PCs. 
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4. When you plug the USB 2.0v Data Link cable to PC, the left light on the corner will become GREEN from RED. That is, the Local end works well. 
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5. When you plug the USB 2.0v Data Link cable to another PC. If the remote end works well, the right light on the corner will become GREEN from RED.
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6. When both lights become GREEN, you can transfer data between two PCs.
Warning：
Before the data transfer is finished, please do not withdraw the USB 2.v0 Data Link cable. Or, the data will be lost and have the damage to the operating system. 

Specification：
Power supply            DC 5V from USB port

Operating Temperature   00C ~700C

Storage Temperature     -200C~700C

