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I. Overview

Driver File:

cmd64xx.dck

Driver version:
3.0.2

Driver Dates:

06/4/99

OS required to run:
Dos 6.0 or above

Other Files included:
N/A

This release is the maintenance release in supporting docking station with CMD IDE 0648 and 0646 controller chip.

II. Applicable Hardware

This release supports the following hardware:


CMD IDE 0643


CMD IDE 0646


CMD IDE 0648

III. Installation

The driver is installed as a standard Dos Driver; i.e. a DEVICE statement is added into Config.sys as follows:-


DEVICE=cmd64xx.dck

IV. New Features and Enhancement

New Features 1:
 supports CMD IDE 0648.

New Features 2:
 /b[0-3] option is added to tune the FIFO Threshold. This option is only used with CMD IDE 0648.


/b0 --- FIFO not empty is used as FIFO Threshold.


/b1 --- FIFO ¼ full is used as FIFO Threshold.


/b2 --- FIFO ½ full is used as FIFO Threshold.


/b3 --- FIFO ¾ full is used as FIFO Threshold.

New Features 3:
 scan and locate CMD IDE controller chip in up to ten PCI bus.

V. Corrections

Correct problem of slave drive reset 15ns cycle resolution (bit2andbit3) in index 73 and 7b in DOS driver version 3.00 

VI. Known Restrictions

None.


Page 2
06/03/99

[image: image1.wmf]